














C#ferr MODEL RMG-212 12-INCH PROFESSIONAL TONE ARM

The ORTOFON RMG-212 iz designed for use where high-
est quu]lw playback is requived. The counter-weight, pre-
eision ball bc'wmﬁ pimbal suspension, and base are made
of special Swedizh alloys with pun barrel blue finish, The
arm tube is made of Duralumin and is separated from the
counter-weight by zpecial rubber damping te eliminate
resonances. The counter-weight includes a factory set
adjustable scaled styluz pressure gauge, accurately mens-
ured from 0 to 7 grams. The arm features a double bend
which provides dynamic balance simultaneously in lateralas
well az vertical planes thus eliminating the need for a
level turntable. The unique tone arm dezign reduces arm
resonances to a non-sudible 8 cyeles and provides for a
maximum tracking error of only 1,19°, The RMG-212
aceepts any cartridge and is adjustable for cartridge
overhang. Complete with plug-in shielded cables for ease
of installation and elimination of “ground loops" and hum.

MODEL RMG-212T same

SPECIFICATIONS as above with pre-drilled tone
. arm mounting board for
Arm Length {overall) ... ... . ..... .. 12 inches THORENS TURNTABLE Mod-
Lateral Length .................. 4% inches ols TD-174 and TD-121
Cartridge Offset Angle . ., ..........,,.227"
Tracking Error (maximum) . e e B 1" b
Tracking Force I[al:ijuEtahle} .0 to 7 grams
Arm Resonance . ..... SEO .8 cycles

GUARANTEED FOR ONE FULL YEAR

PRECISION CRAFTED FOR PRECISION USE

Stylus Pressure Adjustment with
the RMG-212 and RMG-309.

After cartridpe has been inserted
in arm, the knurled ring (A) is
rotated to zero, as indicated on
scale (B). Arm at this position is
vertically balanced. The knurled ving
- ig rotated to the desired stylus pres-
sure relative to scale (B) which
denotes grams.

C#ofon MODEL RMG-309 16-INCH PROFESSIONAL TONE ARM

The ultimate in tone arvm efficiency and simplicity of de-
sipn is expressed in the QRTOFON RMG-309. Precision
ball bearing for both vertical and lateral pivots, finely
polished, exert only the minimum of inertia. The ball bear-
ings, gimbal suspension, and baze are made of fine
Swedizh alloys, The Duralumin arm is rubber damped
from the counter-weight to reduce resonance to 8 cycles—
well below audibility. The counter-weight, which controls
the styvlus force, is spring controlled and can be set for a
tracking foree of 0 to 7 grams. The extreme length of the
RMG-309 accounts for the very small tracking error which
iz 0,837 at maximum, Complete with plug-in shielded
cables for ease of installation and elimination of ‘ground
loops” and hum. Any other manufacturers cartridge may
be installed in its plug-in shell,

SPECIFICATIONS
Arm Length {overall) ..............16 inches
Lateral Length . .. ................12 inches
Cartridge Offset Angle ...._...........1589
Tracking Error (maximum) .. ........... 0.83°
Tracking Force {adjus’rable} .0to 7 grams
Arm Resonance ... ... T . .8 cycles

GUARANTEED FOR ONE FULL YEAR








